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STORM WATER MANAGEMENT SUMMARY |

MAXIMUM ALLOWABLE RELEASE RATE 69.5 L/s ‘
ACTUAL RELEASE RATE FROM STM CTL. MH. 57.5 L/s ‘
TOTAL REQUIRED STORAGE (EXCL. ROOF) 105.0 m3 |
TOTAL AVAILABLE STORAGE AT SWM TANK 164.9 m3 }
REQUIRED STORAGE FOR WATER BALANCE 18.5 m3 J
AVAILABLE STORAGE FOR WATER BALANCE 20.6m3
100 YR. HWL 132.01 m
MAX. SURFACE PONDING DEPTH 0 mm / 7
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C = 0.90 C = 0.90

Q = 252 L/s Q = 1.35 L/s

REQ. STORAGE = 23.7m?> REQ. STORAGE = 12.7m° !
PROVIDED STORAGE = 25.2m° PROVIDED STORAGE = 14.6m° '

DEPTH = 42.0mm DEPTH = 45.2mm //
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THE OWNER IS REQUIRED TO INSTALL AND MAINTAIN A PREMISE ISOLATION
DEVICE FOR ALL APPLICABLE WATER SERVICES IN. ACCORDANCE WITH TORONTO
MUNICIPAL CODE, CHAPTER 851 WATER SUPPLY, THE BUILDING CODE, AND CSA
B64 SERIES STANDARDS. FOR DETAIL OF BACKFLOW PREVENTER (B), METER (M)

AND DETECTOR (D), REFER TO MECHANICAL ENGINEERING DRAWINGS.
MECHANICAL ENGINEER SHALL DESIGN AS PER CITY METERING MANUAL.
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GENERAL ENTRANCE LAYOUT, PAVEMENT AND ouT SW 12979
SIDEWALK THICKNESS AS PER STD. T—310.050-1.
BREAK INTO Ex. 4504 NEW CURB AND GUTTER AS PER STD. T—600.05-1
STORM SEWER AND INSTALL AND SIDEWALK TO BE AS PER STD. T—310.010—4.
PROP. STORM MANHOLE REMOVE EX. CURB. AND INSTALL £16.0m FOR ENTRANCE PAVEMENT MAKEUP REFER TO
(T-701.010, 1200mm#) DEPRESSED CURB (STD. T—-600.05—1). DETAILS OF STD. T-310.050—8
ENTRANCE & SIDEWALK SHALL COMPLY WITH
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MUNI C| PAL R] GH T—0OF—=WAY NOTES: Area Drain Specification Schedule
, Assuming 50% Blockage / Clogging 2.
1. ALL CONSTRUCTION WITHIN THE CITY’S RIGHT—OF—WAY (INCLUDING PROPOSED SERVICE CONNECTIONS AND OR | | _
SERVICE CONNECTIONS PROPOSED TO BE DISCONNECTED/ABANDONED) SHALL BE COMPLETED BY CITY City of Toronto - 100 yr rainfall parameters A =597 B=0 C=038
FORCES AT THE OWNER'S EXPENSE MINIMUM AD
2. EXISTING SERVICE CONNECTIONS TO BE DISCONNECTED AS PER TORONTO WATER DIRECTION. . C . . Depth of water |Flow where CFS| | 3.
3. ALL EXCAVATION WITHIN MUNICIPAL RIGHT—OF—WAY SHALL BE DONE BY VERTICAL TRENCH BOX. Maximum Area Te (Run-Off Coeff.) 100 yr Quooyr Opening Area (m) 0.5 (I/s)
4. ALL BACKFILLING WITHIN MUNICIPAL ROADWAY SHALL BE COMPLETED WITH UNSHRINKABLE FILL. ‘ (m?) ’
5. BE ADVISED THAT SHOULD ANY PARTY, INCLUDING THE APPLICANT OR ANY SUBSEQUENT OWNER, APPLY FOR
MORE THAN ONE CONDOMINIUM CORPORATION ENCOMPASSING ANY OR ALL OF THIS DEVELOPMENT OR MAKE
AN APPLICATION THAT RESULTS IN A LAND DIVISION, STAFF MAY REQUIRE LEGAL ASSURANCES, INCLUDING
BUT NOT LIMITED TO EASEMENTS, WITH RESPECT TO THE APPROVED SERVICES. SUCH ASSURANCES WILL BE AD 100 m? 10 min 0.90 250.320 mm/hr 6.26 I/s 0.017 0.08 6.39 /s
DETERMINED AT THE TIME OF APPLICATION FOR CONDOMINIUM APPROVAL. 4.
6. PRIOR TO COMMENCING ANY WORK WITHIN THE MUNICIPAL RIGHT OF WAY, THE CONTRACTOR, DEVELOPER OR
CONSULTANT WILL OBTAIN ALL NECESSARY ROAD OCCUPANCY PERMITS FROM THE CITY'S RIGHT—OF—WAY
MANAGEMENT UNIT CONTACT (416) 395-7112 * All Area Drains to be specified by mechanical consultant - with minimum opening area noted above

IT IS RESPONSIBILITY OF THE APPLICANT TO COMPLY WITH THE SEWER USE BY-LAW AND OBTAIN ALL
APPROVALS/ PERMITS FROM TORONTO WATER — ENVIRONMENTAL MONITORING & PROTECTION UNIT FOR
ANY PROPOSED TEMPORARY OR PERMANENT DISCHARGING OF GROUNDWATER INTO MUNICIPAL SEWER
SYSTEMS AND WATERCOURSES. THE APPLICANT IS ALSO RESPONSIBLE FOR COMPLYING WITH ALL THE
APPLICABLE PROVINCIAL REQUIREMENTS AND OBTAINING THE NECESSARY APPROVALS AND OR PERMITS
FROM THE MINISTRY OF THE ENVIRONMENT & CLIMATE CHANGE WITH REGARD TO ANY PROPOSED
DEWATERING.

IT IS THE RESPONSIBILITY OF THE APPLICANT/CONSULTANT TO ENSURE COMPLIANCE WITH ALL
APPLICABLE PROVINCIAL STANDARDS AND TO OBTAIN ALL PROVINCIAL APPROVALS, INCLUDING BUT NOT
LIMITED TO ENVIRONMENTAL COMPLIANCE APPROVALS.

BE ADVISED THAT SHOULD ANY PARTY, INCLUDING THE APPLICANT OR ANY SUBSEQUENT OWNER,
APPLY FOR MORE THAN ONE CONDOMINIUM CORPORATION ENCOMPASSING ANY OR ALL OF THIS
DEVELOPMENT OR MAKE AN APPLICATION THAT RESULTS IN A LAND DIVISION, STAFF MAY REQUIRE
LEGAL ASSURANCES, INCLUDING BUT NOT LIMITED TO EASEMENTS, WITH RESPECT TO THE APPROVED
SERVICES. SUCH ASSURANCES WILL BE DETERMINED AT THE TIME OF APPLICATION FOR CONDOMINIUM
APPROVAL.

THE SIGNED ACCEPTANCE BY ENGINEERING AND CONSTRUCTION SERVICES PERTAINS TO THE PROPOSED
SERVICE CONNECTIONS LOCATED WITHIN THE MUNICIPAL RIGHT—OF—-WAY. SERVICING ON PRIVATE
PROPERTY REQUIRES PLUMBING APPROVAL UNDER THE ONTARIO BUILDING CODE IN CONJUNCTION WITH
THE PERMIT APPLICATION PROCESS ADMINISTERED BY THE BUILDING DIVISION.

PLUMBING

NOTES:

ALL AD/CB/TRENCH DRAINS DESIGNED TO CAPTURE 100 YR STM. EVENT AND DIRECTED
TO INTERNAL PLUMBING SYSTEM — PLUMBING TO BE DESIGNED BY MECHANICAL ENGINEER.
THE BUILDING SANITARY AND STORM SYSTEM MUST BE DESIGNED TO BE ABLE TO
OPERATE UNDER MUNICIPAL SEWER SURCHARGE CONDITIONS.

ALL AREA DRAINS TO BE CONNECTED TO SWM TANK. ROOF DRAINS TO BE CONNECTED TO

RAINWATER HARVESTING TANK (RWH).

SPECIAL NOTE:

1.

THE OWNER SHALL CONTACT ALL UTILITIES (GAS, BELL, ROGERS, HYDRO, ETC.) AND MAKE
REQUIRED ARRANGEMENTS TO RELOCATE THE EXISTING UTILITIES BY RESPECTED UTILITY
COMPANIES PRIOR TO THE INSTALLATION OF SANITARY, STORM AND WATER SERVICE
CONNECTIONS BY TORONTO WATER.

PROPOSED CURB NOTES:

1.

EXISTING CONCRETE CURB ON YONGE STREET AND WILSON AVENUE FACING PROPOSED
DEVELOPMENT TO BE REMOVED AND NEW CURB TO BE CONSTRUCTED AS PER CITY
STANDARD T600.05-1.

GUTTER OF NEW CURBS SHALL MATCH THE EXISTING GRADE OF THE TOP OF ASPHALT
PAVEMENT.

ALL CONSTRUCTED CURBS TO BE SEPARATED FROM THE BOULEVARD WITH EXPANSION
JOINT.

NOTES
1.

THE LOCATION OF ALL UNDERGROUND AND ABOVE GROUND UTILITIES AND STRUCTURES IS NOT
NECESSARILY SHOWN ON CONTRACT DRAWINGS, AND WHERE SHOWN THE ACCURACY OF THE
LOCATION AND ELEVATION OF SUCH UTILITIES AND STRUCTURES IS NOT GUARANTEED. PRIOR TO
COMMENCING CONSTRUCTION, THE CONTRACTOR SHALL VERIFY EXACT LOCATION AND ELEVATION OF
SUCH UTILITIES AND STRUCTURES AND SHALL ASSUME ALL LIABILITIES OF DAMAGE.

2. ANY CONFLICTS WITH EXISTING SERVICES AND/OR UTILITIES SHALL BE REPORTED TO THE ENGINEER
FOR REVIEW AND ADVICE PRIOR TO COMMENCEMENT OF CONSTRUCTION.

3. INFORMATION REGARDING ANY EXISTING SERVICES AND/OR UTILITIES SHOWN ON THIS DRAWING ARE
FURNISHED AS THE BEST AVAILABLE INFORMATION. THE CONTRACTOR SHALL INTERPRET THIS
INFORMATION AS HE SEES FIT WITH THE UNDERSTANDING THAT THE OWNER, ENGINEER AND CITY
DISCLAIM ALL RESPONSIBILITY FOR ITS ACCURACY AND/OR SUFFICIENCY.

4. THE CONTRACTOR SHALL PROVIDE DETAILS FOR SUPPORT OF Ex. SERVICES AND/OR UTILITIES FOR
ENGINEER’S APPROVAL PRIOR TO START OF CONSTRUCTION.
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BENCHMARK No.

ELEVATIONS SHOWN HEREON ARE GEODETIC AND ARE REFERRED TO
CITY OF TORONTO BENCH MARK No. 25037 HAVING AN ELEVATION OF

155.255 METRES.
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